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L1-01

2" PINEBARK FINES MULCH

LAYER.  TOP OF MULCH SHALL

BE 1-INCH BELOW TOP OF

PAVEMENT.

AMENDED PLANTING BACKFILL

SEE SPECIFICATIONS, 18" MIN. DEPTH

X/2 X/2

3X

X

UNDISTURBED SUBGRADE

FINISHED GRADE

3" TALL MULCH SAUCER

TO HOLD WATER

PLANTING BACKFILL, 24" DEPTH

SHRUB ROOT BALL

  -SET ORIGINAL GROUNDLINE OF

    ROOTBALL AT FINISH GRADE.

  -REMOVE TOP 1/3 OF BURLAP

    AND NYLON ROPE.

3" SHREDDED BARK MULCH

TREE ANCHOR

GUYING CABLE

TURNBUCKLE

RUBBER HOSE OVER

GUYING CABLE

X/2 X X/2

3X

EQUAL

EQUAL

EQUAL

UNDISTURBED SUBGRADE

TREE WRAP

(ON FALL PLANTED TREES ONLY)

PLANTING BACKFILL

FINISHED GRADE

TREE ROOT BALL

  -SET ORIGINAL GROUNDLINE OF

    ROOTBALL AT FINISH GRADE.

  -REMOVE TOP 1/3 OF BURLAP

    AND NYLON ROPE.

3" SHREDDED BARK MULCH

3" SOIL SAUCER

TO HOLD WATER

PLANT SPACING

SEE PLANT LIST

TRIANGULAR PLANT SPACING

PAVEMENT

ORNAMENTAL TREE PLANTING DETAIL

NTS

2

GROUNDCOVER / PERENNIAL PLANTING DETAIL

NTS

4

SHRUB PLANTING DETAIL

NTS

3

LANDSCAPE PLAN

SCALE: 1" = 10'

1

1/26/2014


	Sheets and Views
	L1-01


